
PTFE THIN WALL TUBING 

INCH 

TUBING 1/16” x 1/8” 

TUBING 1/8” x 3/16” 

TUBING 3/16” x 1/4” 

TUBING 1/4” x 5/16” 

TUBING 1/4” x 3/8” 

TUBING 3/8” x 1/2” 

M Barnwell Services Ltd, the UK’s leading distributor of Fluid Sealing Products now  
offers a comprehensive range of quality PTFE Thin Wall Tubing , widely used across 
a range of industries, including: 

STANDARD RANGE: 

            0.25   <   d  =   2.5               ± 0.16 

             2.6    <   d   =     5               ± 0.20 

             5.1    <   d   =     7               ± 0.25 

             7.1    <   d   =   10               ± 0.30 

            10.1    <   d   =   15               ± 0.35 

            15.1    <   d   =   20               ± 0.14 

            20.1    <   d   =   30               ± 0.10 

TOLERANCE ON INSIDE DIAMETER (d)  

Wall Thickness (mm) Excentration max* 

                         0.5                0.10 

                         1.0                0.15 

                         1.5                0.17 

                         2.0                0.20 

                         2.5                0.25 

                         3.0                0.30 

TOLERANCE ON WALL THICKNESS 

The maximum lengths given are approximate.  Longer 
lengths are available on request 
 
For specific applications, Thin Wall Tubes can be  
supplied in filled PTFE. 
 
Thin Wall Tubes are supplied in random coils of 8m 
(minimum), 25m, 50m and 100m. 

Chemical     Electrical     Aerospace    Automotive      Pharmaceutical Chemical     Electrical     Aerospace    Automotive      Pharmaceutical   
        

  Food Processing     Fluid Transfer     Biotechnolog y     Semiconductor  Food Processing     Fluid Transfer     Biotechnolog y     Semiconductor    

METRIC (mm) 

TUBING 1 x 2 

TUBING 2 x 4 

TUBING 3 x 5 

TUBING 4 x 6 

TUBING 6 x 8 

TUBING 8 x 10 

TUBING 10 x 12 

TUBING 12 x 14 

TUBING 14 x 16* 

* Only available in 25m coil and random 



 Spaghetti Coloured Tubing*                       Smooth Filled Tubing                                Convoluted Tubing** 
 
*Spaghetti Tubing conforms to AWG standard and is U.L. 224 approved (Underwriters Laboratories Inc).  ** Anti Static Tubing can also be supplied 

 

PFA TUBING 
 
Barnwell can also supply PFA Tubing , which is widely used 
in the Semiconductor Industry.   
 
Two types are available: PFA 350 and PFA 450 HP 

For more information, contact: 

Sales Hotline : 
 

  Tel: 0121 420 0770 
  Fax: 0121 434 3016  

     E-mail: sales@barnwell.co.uk   Web: www.barnwe ll.co.uk 
 

     Headquarters & Central Warehouse: 
   M Barnwell Services Ltd, Reginald Road, Smethwick, West Midlands, B67 5AS 

 
Branches at: 

 
Bellshill  01698 749666     Bristol  0117 982 5245     Dartford  01322 293024     Manchester  0161 888  2330 

PTFE Outstanding Properties  
 
· Broad temperature range: -200° C / +260° C  
     (good mechanical properties at low and high temperatures) 
· Chemical inertness  
     (except molten alkaline metal and elemental fluorine) 
· Low friction and non-stick (µ < 0.1) 
· Dielectric and UV resistance 
· Non flammable 

 
 
 
 
 
 
 
 
                PTFE and PFA Tubing are both made of FDA approved compounds 
 
Barnwell also supplies: 


